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+2,60 Wall Top Edge

+0,18 Floor Level

+8,10 Objekt heigt outside

+6,35 Static Cord 

+0,00 Oudside Level

+7,70 Ceiling Heigt inside

321

Floor Composition
1,2mm PVC Objektcarpet
80mm Wood Wallboard
40mm Airspace for assembling
GROUNDAREA

Roof Composition
1,0mm PVC Fabric - continuos
400mm Aispace preheated or

Prewormed
1,0mm PE Fabric each section
INSIDELEVEL

Sidewall Composition
100mm Sandwith Panel
400mm Steel headconstruction

in 3m raster
INSIDELEVEL

Dumpwall Composition
Wallsize 1,4m to 0,6m filled with
water, sand or gravel
INSIDELEVEL

Floor Composition
1,2mm PVC Objektcarpet
80mm Wood Wallboard
40mm Airspace for assembling
GROUNDAREA

Roof Composition
1,0mm PVC Fabric - continuos
400mm Aispace preheated or

Prewormed
1,0mm PE Fabric each section
INSIDELEVEL

DIMENSIONs
useful floorspace inside
35,20x18,17 = 640m2

volume capaticity
106m2 x 35,20 = 3.720m3

Outside measurements
21,47x40,19= 862m2
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=Construction Point for 
Light and housetechnic
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MODULAR BUILDING SOLUTIONS, 
FOR REALLY BIG IDEAS TEMPORARY LIVING

BEACHVOLLEYBALL
 » approximately 200 seats

FLOOR SECTION

SECTION 01 SECTION 02


